
CALSUDS® HSC 
PRODUCT DATA SHEET 

PRODUCT 
DESCRIPTION 

Calsuds® HSC is a clear concentrated blend of surfactants that is Nonylphenol 
Ethoxylate (NPE) Free and readily dilutable with water.  It is a solvent and VOC-Free 
multi-component HI&I cleaner that is effective in soft and hard water, and contains 
solubilizers and foam stabilizers for increased versatility. Calsuds® HSC is gentle 
enough for hand dish washing, yet efficient enough to meet the demands of industrial 
cleaners and car wash formulas. 

CHEMICAL NAME Proprietary anionic and nonionic surfactant blend 

TYPICAL 
PROPERTIES 

Appearance @ 25°C     Clear light amber liquid 
Odor Mild 
% Solids 50.0 
Density (lbs/gal) 9.3 
pH (As Is) 8.5 
Solubility in Water Infinite 

APPLICATIONS Calsuds® HSC is perfect for: 
• Liquid laundry detergents
• Heavy duty industrial cleaners
• Hard surface cleaners
• Degreasers
• Car wash compounds

PERFORMANCE Calsuds® HSC provides the perfect balance of anionic and nonionic components that 
offer excellent detergency, grease cutting and foaming characteristics.  Calsuds® 
HSC produces deep cleansing bubbles that remove particulates, as well as oils, and 
rinses away cleanly and easily. 

ADVANTAGES Calsuds® HSC is non-corrosive to metals and leaves no powdery residue or film, 
while maintaining optimum performance in formulations during dilution and 
opacifying.  All surfactants used in Calsuds® HSC are listed on the CleanGredients® 
database, and are readily biodegradable.

STORAGE & 
HANDLING 

Normal safety precautions (i.e. gloves and safety goggles) should be employed when 
handling.  Contact with the eyes and prolonged contact with the skin should be 
avoided.  Wash thoroughly after handling material.  Do not store with strong oxidizing 
agents.  Store in plastic, plastic-lined steel or stainless steel containers.  Containers 
should be stored at temperatures between 40 and 100ºF.  Avoid excessive heat.  
Please refer to the Calsuds® HSC MSDS before handling this material. 

PACKAGING Calsuds® HSC is available in 55-gallon drums (net weight 480 lb/218 kg); bulk 
quantities are available by tank car or tank truck. 

See starting formulas and additional product information, at www.pilotchemical.com 

The information and suggestions given are drawn from data we believe to be reliable,  
but in all cases, the user should check and confirm the suggestions and results in his 
own use before proceeding further.  None of the suggestions or recommendations  
constitute freedom from any patents that may be existent in the field or be issued.
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